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LWS-3D & 3DN
LIGHTWEIGHT SINGLE SIDED HEADSET

ELECTRO-ACOUSTICS

MOBILE ONE
®

PROUDLY MADE IN AUSTRALIA

Manufactured in Australia by Mobile One Australia Pty. Ltd.
Camden Airport Camden NSW 2570. PO Box 123 Camden NSW 2570. Ph 02 4655 6677

www.mobileone.com.au

Description:
Style: Headband
Band: Stainless Steel
Body:  ABS Resin plastic
Colour: Black

Cabling:
Main: Three wire screened conductors, 

 PUR outer sheath
 
Termination:

LWS-3D: 3.5mm Stereo plug
LWS-3DN: Nexus 4 pin TP-120B plug

Microphone:  
Boom: Flexiblel boom
Element: Noise cancelling dynamic 
Sensitivity: 114db +/- 4db,1mv (0.18v) @ 1kHz
Impedance: 200 ohms +/- 40 ohms, 1kHz @ 100mv
Response: 200 to 4,500 Hz 

Earphones:
Type: Dynamic 
Impedance: 32 +/- 6.4 ohm @ 1kHz, 1mW

95 db S.P.L./mW +/- 5db @ 1kHz, 1mW

Weight: 70 grams 

Warranty: 1 year

SLC80 Rating: N/A

  

A light weight single sided headset with a  noise 
cancelling dynamic  microphone on a flexible boom. 
An ultra thin stainless steel  headband comfortably 
supports the unit on the head. The headset can be 
ordered as a LWS-3D terminating to a 3.5mm stereo 
plug or a LWS - 3DN terminating to a Nexus TP-120B.
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